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Creating Multiple Uniface Polyserver SuperServer Sessions
The information included in this document, describe how to install a second SuperServer (PTCPWNT) on an NT machine; Windows 2000 should be similar. 

A single PTCPWNT can easily support multiple versions of Uniface, databases and logons. The requirement for a second SuperServer may be that logon to a different version of a database is required; e.g.: MS SQL 6.5 and MS SQL 7.0.  It should be noted that running multiple copies of PTCPWNT uses more memory and CPU cycles than a single copy.  

If you decide you really need an additional PTCPWNT and can live with the decreased performance, here are the steps to install two copies. 

 1) Modify the Services file, c:\winnt\system32\drivers\etc\services, to identify the individual ports each Uniface Superserver will listen to. Example:

qmaster         10012/tcp

qmaster         10012/udp

polyserver      12000/tcp        #First Uniface Polyserver

polyserver      12200/tcp        #Second Uniface Polyserver

umd                13013/tcp        #Uniface Message Daemon

If a Polyserver is already installed, there are no additional steps to complete. Simply follow the steps to install the second SuperServer and Service.

 2) Install the first Uniface SuperServer, PTCPWNT.exe, and have it listen at 12000:

Create a bat file or a shortcut with Target properties:

     @echo off

     d:\usystest\bin\ptcpwnt.exe /lis=12000 /ini=PSYS.INI
Where PSYS.INI is the PSYS file for the initial PTCPWNT that will listen on port 12000.

 3) Install the second Uniface SuperServer, PTCPWNT.exe, and have it listen at 12000:

     If a different version of a database is required, be sure to change the DLL in the DemandLoad line.

Create another bat file or shortcut with Target properties:

     @echo off

     d:\usystest\bin\ptcpwnt.exe /lis=12200 /ini=PSYS2.INI
Where PSYS2.INI is the PSYS file for the second PTCPWNT that will listen on port 12200.

  4) Create a new Uniface SuperServer service for the second setup. 

Execute c:\program files\NTRESKIT\SRVINSTW.exe

This creates:

          - a service 

          - on the local machine

          - service is its own process

          - security under system account

          - automatic

          - has a different name than 'TCP SuperServer'(ex: SecondServer)

Executes the bat file created above.

  5)  Manually start the services through the Control Panel - Service option.

  6)  Verify the PTCPWNT.EXE's are both working:

a) Check Services in the control panel - there should be an entry for each server 

- one under 'TCP SuperServer' and one under the new name, in this case, 'SecondServer'.

  b) Check task manager - you should see two instances of PTCPWNT with different PIDs

  c) Run: telnet localhost 12200 & telnet localhost 12000

· Both should connect successfully.


7)  Update the client ASN. Change the logon, as required, to identify the PORT number for the second Polyserver. 

By default Uniface connects to the polyserver using port 12000. The Port number needs to be defined if the default is set differently in the services file on the server.

Example:

$syb   tcp:spooge+12000|p76mss65|psv
; Point to a MS SQL 6.5 database

$tcp    tcp:spooge+12200|p76mss70|psv
; Point to a MS SQL 7.0 database

